


State-of-the-art fire detection and suppression systems

High-level physical security, biometric access management

Carrier-neutral data centre with direct access to all major carriers, internet and
cloud service providers

Cooling
« Fault tolerant chiller system in N+1 configuration

« 2N diverse pipe reticulation with reverse return system
« Dedicated service corridor with CRACs in N+2 configuration

« Specially designed electrical distribution system to ensure quick re-start with

continuous circulation & uninterrupted cooling to data halls

Power

Rated-3 fault tolerant design, capable of delivering upto 15 MW of IT Load

Transformer & DG in N+1 redundancy with 24 hours on-site fuel storage capacity
Distributed redundant UPS system with dedicated battery backup of 13 minutes at full load
Dual independent UPS power source for all racks from two independent PDUs

STT Global Data Centres India Private Limited

C/o Tata Communications Ltd., Tower B, 5th Floor, Plot No. C 21 & C36, G Block, Bandra Kurla Complex,
Vidyanagari Post, Bandra East, Mumbai - 400098

sttelemediagdc.com/in-en

marketing@sttelemediagdc.in

All information contained in this brochure (“Information”) is for information purposes only, and is not intended to constitute an offer or contract of any kind. STT Global Data Centres India Private Limited
(STT GDC India) does not warrant the accuracy, adequacy or completeness of the Information and expressly disclaims all liabilities relating to the Information. STT Global Data Centres India Private Limited
(STT GDC India) shall in no event be liable for any damages, loss or expense however caused arising from, or in connection with, the use of, or reliance on, the Information. No Information or parts of it may
be reproduced, distributed, modified or displayed without the prior written permission of STT GDC India © 2022 STT Global Data Centres India Private Limited.




